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2.3 View data & Generate PDF report
1) In Nearby menu page, click refresh button to refresh the device list. Press the STOP button on the data logger, the App will highlight
and stick this logger on top of the device list. Click this logger and select Read data. It may take a while depending on recorded points.
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2) Then users can view logger’s Status, Graph and Configured parameters; PDF reports can be generate, download and share,
by pressing the top right button under Graph page.
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2.4 Configure multiple data loggers

1) Click Nearby menu, and select either Record nor Stop submenu tabs. Then click the refresh button on top right to refresh the device list.

2) Then you can either, Press and hold on one logger in the device list, nor click the button next to the refresh button, to enable
multiple loggers management functions. You can 'Select All', 'Delete’, 'Stop', 'Config', 'Read Data', etc. for any of the desired
loggers. Check desired loggers, then click "Stop", "Config" or "Read Data" to handle it.

Nearby © E Nearby [# C Nearby [ C

All Record Stop All Record Stop All Record Stop

LogEF8185100109

)

LogEF8185100124
94:F2:F3:FF:00:16 -
Stopped

2 LogEF8184200038
06:64:B3:BF:00:8A
B9 Stopped

2 LogEF81842000366
52:B0:32:3F:00:B4.

Select All Delete Stop

> u [ @ > L] | o &
Start Stop [ Nearby|  Cloud  Settings St Stop | Nearby | Cloud  Settings

3.Data Logger Operation

If you want to

Please

If you want to

Please

Start the logger

Press START button for 5 sec

Mark events

Press START for 5 sec after the logger started

Stop the logger

Press STOP button for 5 sec

Open and close bluetooth

Press both START and STOP for 5 sec

View the status

Short Press Start button once

A Note:

@ Only reconfiguration can make a stopped data logger be activated again. New configuration will initialize previously recorded data.

Please make sure you saved up all data before you apply new configurations.
@ The logger forbid and cannot configure parameters during recordings mode (when P shows on the LCD screen).

@ Start by button: If 'Button Press' parameter is enabled, then press and hold the START button until LCD screen shows B, which
indicating the logger has been activated. The logger will start logging after the configured 'Start Delay' time elapses.

@ Timed start: The logger starts logging automatically after the configured 'Time to start' time elapsed. (In this mode, start by button
is disabled).

4.Use logger on PCs
Plug the data logger into a computer and wait until 'USB' code shows on the LCD screen. Then locate and click the USB disk named

'LogET 8 BLE' on your computer to view the automatically generated PDF report.
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