


@ Rotate the transparent cap in the direction

@ Insert the data logger into the computer
of the arrow and remove it.

and view the data report.

Menu and Status Indicator
Description of the indicator flashing status

Status Action of the indicators Status Action of the indicators
Not started The red and green indicators flash
2 times simul%aneously Started-alarm The red indicator flashes once.
— The red light flashes once per minute
Start delay The red and green indicators flash automatically.
Timing once simultaneously.
Started-normal  The green indicator flashes once. Stopped-normal The green light flashes 2 times.
The green light flashes once per minute
automatically. Stopped-alarm The red light flashes 2 times.
Description of the menus
Menu  Description Example Menu Description Example
1 Countdown of the o =
1 (timing) start L HE]”"EI . ( hour:min:N*10*sec ) 6 Average humidity value | L’SX
Countdown of the 7 12 ) s ]
(delayed) start ( hour:min:N*10%sec ) 7 Maximum temperature value “ 95[
' L - |
Current temperature value 8 Maximum humidity value A ] 98 |

Current humidity value 9 Minimum temperature value ;v

- > o

E-l
|
Points of the records 10 Minimum humidity value ~ E-:"

bW N

Average temperature value

Description of the combined indicators and other status

Display Description Display Description

(group) ® b" No alarm Eg{zﬁ% \( Rate of progress
(group) )’( Already alarmed ] V -- | Null value

(group) ¢ Minimum value | ---- Clear data

(group) &% Maximum value HSh In USB communication

Note: 1 Menu 1 appears only when the corresponding function is selected. 2 "p" should be in a state of blinking. ,

3 The display in the combined indicator area. The same as below.
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The first page Other pages
. " Alarm (Alarm status as shown in i " i
1 Basic information B the figure above) J Vertical coordinate unit of the data graph
2 Description of the usage C Stop mode that has been set. K mgrirtggul'_e)shold line (corresponding to
3 Configuration information D ‘;lsrrg ng#:s of the temperature L Alarm threshold
4 Alarm threshold and related E Total times of exceeding the M Record data curve (black indicates .
statistics temperature alarm threshold temperature, deep green indicates humidity)
istical i i Total time of exceeding the Document name (serial number &
5 Statistical information F temperature alarm thrgshold N description of usa(ge D)
6 Temperature and humidity graph (5 Alarmdelay and alarm type (o) Record time range in the current page
Temperature and humidity data Alarm threshold and temperature Records when date changes (date &
7 P H P e
details alarm zones temperature and humldlt)%
A Document creation time | Actual stop mode (different Q Records when the date is not changed
(record stop time) from the item C) (time & temperature and humidity)

Attention: The data above is only used as explanation of the report. Please refer to the actual document for specific configuration and

information.
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@ Place a new battery \

Replace battery

@ Press the bayonet in the direction of
the arrow and remove battery cover

What's included

@ Install the battery cover in the
direction of the arrow

1 temperature and humidity data logger 1 Er14250 battery 1 user manual
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